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Data Acquisition Form for Cable & Wire Applications 
FMS Force Measuring Rollers RMGZ100...800 Series 

 
 
 
 
Name       : _____________________________________ Phone  : _________________________________________ 

Company : _____________________________________ Project : _________________________________________ 

Material : ________________________________________________________________ 

Wire dia / material width : ________________________________________________________________ [mm] 

Wire speed v : ________________________________________________________________ [m/min] 

Total wire tension max: ____________________________  min:  ___________________________ [N] 

Sheave diameter :  _________________________ [mm]   Sheave weight: ___________________ [kg] 

Sensor type / options: 

 RMGZ100  RMGZ300  RMGZ400/600  RMGZ800 

 with straight connector   right-angle connector  other: ______________________________ 
 

 

   Example: 
   α1 = 45° 
   α2 = 90° 
 
Please draw the entry and  
exit angle as shown in  
the example: 
 

 Additional information for layplate of stranding machines: 
 
 
 

 
 
 

Mounting diameter of 
measuring rollers dM: _____________________________ [mm] 

Layplate rotation speed ωLayplate: _____________________________ [1/min]

Sheave diameter dSheave: _____________________________ [mm] 

Sheave rotation speed ωSheave: _____________________________ [1/min]

RTM Mechanical Requirements: 
Stranding Machine Type:  □ Buncher / Twister 
                                           □ Bow Type Strander 
                                           □ Planetary Cage Strander 
                                           □ Tubular Strander 
Number of Layplates:____________________ 

RTM System Requirements: 

Supply voltage on rotating machine part:___________ 

Number of channels/strands to monitored:__________ 
□ Visual monitoring 
□ Enhanced monitoring with data processing/printing 

To suggest a specific offer, we need some information about your application. 
Please complete the data sheet as much as possible and return it to us. Thank you. Please fill in and send 

to the below address.


